
frames at 243.8 cm  crs.

PLAN.     scale  0.16 cm =  30.5 cm

position of
upstandsA

C

B

up

222.5cm

1463.0 cm

975.4 cm

COVERED WAYS AND CANOPIES

6.4 cm x 3.8 cm
aluminium angle
closure

felt  insulation

5.1 cm x 2.5 cm oak batten

special bolt fixings
at 48.8 cm crs.

5.1 cm o/d. m.s. frame

15.2 cm radius

1.3 cm dia. m.s. rods

5.1 cm x 1.3 cm m.s. flat

plan and elevation of balustrade

5.1 cm precast
conc. paving

2.5 cm bedding

2 layers felt

base plate
bolted to
concrete

metal window 15.2 cm concrete

DETAIL OF FRAME.

scale  3.8 cm = 30.5 cm

hessian-based
flashing

ex 12.7 cm x 5.1 cm fillet
6.4 cm x 6.4 cm fee welded to
upstand tubes

5.1 cm x 1.3 cm flat welded
to purlin and bolted to lintel

metal door

DETAILS  OF  ROOF  AT  A, B  AND  C. scale 3.8 cm = 30.5 cm

5.1 cm o/d. m.s. purlin

5.1/5.1 o/d. upstands
welded to frame

2 layers roofing felt

1.3 cm insulation board

6.4 cm aluminium decking

0.95 cm dia.
m.s. bolt

aluminium  fascia

213.4 cm

98.0 cm

.

SCALE  0.5 cm = 30.5 cm
SECTION  THROUGH  COVERED  WAY.

store

covered way

10.2 cm


	Sheets and Views
	Layout1


